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New London LED (VX8911) specification Sheet New London LED (VX8911) specification Sheet

Project Name: Location: MFG:  Philips Hadco Project Name: Location: MFG:  Philips Hadco "
Fixture Type: Catalog No.: Qty: Fixture Type: Catalog No.: Qty: _N
Q
Ordering Guide HOUSING: -
Example: VX691 32 AC 3 NNA3ASS Hinged roof i:.d m&immm mﬁmﬁ. Scs.w mQ,S_._r Optional cast aluminum spikes available. 360 low-copper die-cast aluminum alloy . All non-ferrous fasteners prevent corrosion and
ensure longer life. Slip Fitter Dimensions: 3" |.D. x 3" deep.
Product Code VX891l New London LED
LED 32 32 LED's PANELS:
15-7/6" 48 46 LEDs *2 Two panel options. Clear panels are made from a sheet of U.V Stabilized material. Frosted Panels are made from a sheet of U.V. Stabilized injection molded. Panels are attached
64 64 LED's X2 with a clip and can easily be removed for cleaning.
80 60 LED's X2
Finish A Black FINISH:
B White Thermoset polyester powdercoat is electrostatically applied after a five-stage conversion cleaning process and bonded by heat fusion thermosetting. Laboratory tested for
6 Verde superior weatherability and fade resistance in accordance with ASTM Bll7 specifications. For larger projects where a custom color is required, contact the factory for more
H Bronze information. L
J Green H
PANELS c F CONTROLS: =
Clear Frosted Wireless dimming options are also available, contact the factory for details. There are 9 standard factory set dimming schedules available. See specification sheet for details. A LL
Optics 3 Type Il custom dimming schedule is available by contacting the factory. Built in dyandimmer does not allow for dimming override features. (7p) »
5 Type V 2 o w
Photo Control N None CERTIFICATIONS: <2 F
R Twist-lock Receptacle ETL Listed to U.S. safety standards for wet locations. cETL listed to Canadian safety standards for wet locations. Manufactured to 150 9001:20086 Standards. Luminaire D — N LLI
E 120 VAC Button Eye photometric testing performed in accordance with IESNA LM-79 guidelines. Photometric .ies files that include "LM79" in the file name are verified by an independent NVLAP < 0 MRn () %
H 208/240/277 VAC Button Eye accredited lab. LEDs tested by an 150 17025-2005 accredited lab in accordance with IESNA LM-80 guidelines in compliance with EPA ENERGY STAR, extrapolations in A (@) o Mun I
K 347V Button Eye accordance with IESNA TM-21. RoH5 compliant LEDs and LED drivers. () m < Mnu
Color N 4000K 2 2z
| Temperature ¢ 5700K £l WARRANTY: = o0©° 2
2 Voltage A 120-277 VAC 5 year extended warranty _U|u = i n S
L B 347-480 VAC ¥3 5o LO_
Drive Current 3 350 mA OPTIONS: =>2 %5
5 530 mA Optional integral surge suppression device tested in accordance with ANSI/IEEE C62.45 per ANSI/IEEE C62.41.2 Scenario | Category C High Exposure 10kV/10kA waveforms — m = —
Dimming Control A 4 Hrs 25% Reduction for Line-Ground, Line-Neutral and Neutral-Ground. Enclosure for surge suppression device is constructed of high temperature, flameproof material with an 85°C maximum surface T M %
B 4 Hrs 50% Reduction temperature rating. The device consists of a thermally protected transient overvoltage circuit and is designed for use with universal voltage ballasts and drivers. o 0)
C 4 Hrs 75% Reduction Z
p 6 Hrs 25% Reduction AWARDS & RECOGNITIONS: -
E 6 Hrs 50% Reduction Buy American and ARRA Compliant - commercially available off-the-shelf (COTS) product proudly designed and Made in the U.5.A. m
F 6 Hrs 75% Reduction Z
- 6 6 Hrs 25% Reduction Height :
H 8 Hrs 50% Reduction With Spikes 42" (107¢m)
J 8 Hrs 75% Reduction
Z Custom Dimming Schedule Width: < _QIU
UL N None With Spikes 17 1/2" (44.5¢m) T
Surge 5 Standard Built In <3kV .z
1] b Suppression A Additional 10kV/10kA Height : QO 23
Options 5 Spikes Without Spikes 42" (107cm) pd ADn., Mm
X1 Consult Factory for 5700K : - o9
%2 only avallable with 350ni Width: = a = 2
X3 Dimming not available with 347-480V Without Spikes 15 3/4* (40cm) N §=
Max. EPA: N g
Specifications 27 54 M g
, -
APPLICATIONS: Max. Weight: 23
This luminaire is the perfect LED solution for traditional street lighting. Other application locations include: residential streets, city streets, campuses and parking lots. This 2 e K N T
luminaire offers the style of a traditional lantern with today's cutting edge LEDgine technology m O
&
LED SPECIFICATIONS:
Refer to IES files for energy consumption and delivered lumens for each option. Based on in-situ thermal testing and data from Philips Lumileds and Philips Advance fixture can NS m Wo
be expected to reach 100,000 hours (at >L70 lumen maintenance @ 25°C). The Philips LEDGINE uses Philips Lumileds Luxeon R LEDs. Color temperatures available are ANSI H W M m r
Bins 4000K and 5700K CCT (consult factory for 5700K). Two distributions are available including Type 3 and 5. _W Bm ..m E
~ X <
ELECTRONIC DRIVER: LE® e 0
The driver Included Is the Philips Advance XITANIUM LED driver and Is avallable in a 350mA & 530mA drive current. Standard driver offers 0-10V dimming capablility and AVn W W\Mv.w, _.|__._
universal voltage input from 120-277VAC or 347-480VAC. Input frequency is 50-60Hz and all XITANIUM drivers are RoHS compliant. The driver has <3kV surge suppression built _Qlu m S m >
in, and the 10kV/10kA is included in an additional option. Programmable dimming 0-10V is optional. H % © W )
DL
50 9001:2008 Registered Page 1 of 2 50 9001:2008 Registered Page 2 of 2 mwm S
< [c0)
TIZ\\TW Note: Philips reserves the right to modify the above details to reflect changes in the cost of materials and/or production and/or design without prior notice. TIZ\:UW Note: Philips reserves the right to modify the above details to reflect changes in the cost of materials and/or production and/or design without prior notice. a m W\
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